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Product Specifications

Nomenclature

 

Design Series Electrical
MB Modular Blower 1  208-230/60/1

Motor Speed Revisions
V Variable Speed A  First Series
C ComfortNet™ Compatible

Circuit Breaker
Airflow Delivered A  No Circuit Breaker
08 800 CFM B  Circuit Breaker
12 1200 CFM
16 1600 CFM Factory-installed Electric Heat
20 2000 CFM 00  No Heat
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Product Specifications

Single Point Kit **

Model HKR-15C HKR-20C HKR-21C

SPW-01 X X X

**  Must be installed along with any of the above compatible 
heat kits. This kit will fit any MBVC blower as long as a com-
patible heat kit is installed in the unit.

Specifications

Model
CFM @ 0.3” ESP
(High to Low)

Voltage-
Phase

MCA* MOP*
Blower Dimensions

Motor 
HP

Ship 
Weight

(lbs)Diameter Width

MBVC1200AA-1 1,200 to 600 208/230-1 4.3 15 10” 8” ½ 73

MBVC1600AA-1 1,600 to 1,000 208/230-1 6.3 15 10” 8” ¾ 83

MBVC2000AA-1 2,000 to 1,200 208/230-1 5.8 15 11” 10” ¾ 95

*    Minimum Circuit Ampacity (MCA) and Maximum Overcurrent Protection (MOP) for blower without supplemental heat installed. Refer to unit name-
plate for these specifications with approved accessory heaters installed.

Heat Kit Selection

MBVC1200 
AA-1A*

MBVC1600 
AA-1A*

MBVC2000 
AA-1A*

HKR-03* X X X

HKR-05*/-05C* X X X

HKR-06* X X X

HKR-08*/-08C* X X X

HKR-10*/-10C* X X X

HKR-15C* X X X

HKR-20C* X

X   Allowable combinations
*   Indicates revision level that may or may not be designated
C   Indicates Circuit Breaker option
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Dimensions

Top View

SMALL MEDIUM LARGE
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Model
Dimensions

Width Depth Height

MBVC1200AA-1 17½” 21” 26”

MBVC1600AA-1 21” 21” 30”

MBVC2000AA-1 24½” 21” 30”
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Wiring Diagrams

WIRING DIAGRAMS

7

HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT.  MULTIPLE POWER SOURCES MAY BE PRESENT.  FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

Typical Two-Stage Cooling with Two-Stage Heating

Typical Two Stage Heat Pump heating and Auxiliary/Emergency Heating

THERMOSTATS

Y1

1 2 R C

C

Modular Blower
Integrated Control Module

Typical Two-Stage Cool, Two-Stage Heat
Thermostat

Dehumidistat
[Optional]

G W1 W2 Y1 Y2 O

Y2

W1 W2

Y1 Y2

Remote Condensing Unit
(Two-Stage AC)

NEU

HOT

DEHUM

C
R

G

R

*

Y1

1 2 R C

C

Modular Blower
Integrated Control Module

Typical Two-Stage Cool,
Two-Stage Heat

Heat Pump Thermostat

Dehumidistat
[Optional]

G W1 W2 Y1 Y2 O DEHUM

R
Y2

W2

Y1 Y2

Remote Condensing Unit
(Two-Stage HP)

NEU

HOT

O

EMR

W1 O

C

G

R

*

Typcial Two-Stage Heat Pump Heating and Auxiliary/Emergency Heating

Wiring is subject to change. Always 
refer to the wiring diagram or the 
unit for the most up-to-date wiring.

⚠    Warning High Voltage: Disconnect all power before servicing or installing this unit. Multiple power 
sources may be present. Failure to do so may cause property damage, personal injury, or death. ⚡
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Product Specifications

Wiring Diagrams (cont.)

WIRING DIAGRAMS

8

HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT.  MULTIPLE POWER SOURCES MAY BE PRESENT.  FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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5. TO RECALL THE LAST 6 FAULTS, MOST RECENT TO LEAST RECENT, 
    DEPRESS SWITCH FOR MORE THAN 2 SECONDS WHILE IN STANDBY (N
    THERMOSTAT INPUTS).
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    OPERATION.

7. DISCARD CONNECTOR PL1 WHEN INSTALLING OPTIONAL HEAT KIT.
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    TEMPERATURE RATING OF AT LEAST 105°C.  USE COPPER CONDUCTORS 
    ONLY.
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Amana® is a trademark of Maytag Corporation or its related companies  and used under license to Goodman Company, L.P.  All rights reserved. Our continuing commit- 
ment to quality products may mean a change in specifications without notice. © 2010  •  Goodman Company, L.P.  •  Houston, Texas  •  Printed in the USA.
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