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Product Specifications

Nomenclature

C 4 C X A A

	
   4

Brand Revisions

A Amana®	
  Brand A Ini,al	
  Releases	
  (Major	
  &	
  Minor)
B 1st	
  Revisions	
  (Major	
  &	
  Minor)
C 2nd	
  Revisions

Airflow	
  Direc5on
C Downflow/Horizontal NOx
D Dedicated	
  Downflow N Natural	
  Gas
H High	
  Airflow X Low	
  NOx
K Dedicated	
  Upflow
M Upflow/Horizontal Cabinet	
  Width

A	
  	
  	
  14”
Descrip5on/Motor B	
  	
  	
  17½”

V Two-­‐Stage/Variable-­‐speed C	
  	
  	
  21”
H Two-­‐Stage/Mul,-­‐speed D	
  	
  	
  24½”
S Single-­‐Stage/Mul,-­‐speed
E Two-­‐Stage/High-­‐Efficiency Maximum	
  CFM	
  @	
  0.5”	
  ESP

3	
  	
  	
  1200
SystemType 4	
  	
  	
  1600

C ComfortNet™	
  Communica,ng	
  System 5	
  	
  	
  2000
MBTU/h

AFUE 045:	
  45,000
95 95% 070:	
  70,000
9 90%+ 090:	
  90,000
8 80% 115:	
  115,000

140:	
  140,000

5,6

95M

21

A V

3 10 11 12 13 14

070

7,8,9

Important EnergyStar Notice: EnergyStar ratings are dependent 
upon conditions beyond equipment installation. Proper sizing 
and installation of equipment is critical to achieve optimal 
performance. Split system air conditioners and heat pumps 
must be matched with appropriate coil components to meet 
EnergyStar criteria. Ask your contractor for details or visit  
www.energystar.gov.
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Product Specifications

Specifications

AMVC95 
0453BX

AMVC95 
0704CX

AMVC95 
0905CX

AMVC95 
0905DX

AMVC95 
1155DX

ACVC95 
0714CX

ACVC95 
0915DX

Heating Capacity

High Fire Input (BTU/h)¹ 46,000 69,000 92,000 92,000 115,000 69,000 92,000

High Fire Output (BTU/h)¹ 45,000 67,000 90,000 90,000 109,000 65,000 87,000

Low Fire Input (BTU/h)¹ 32,000 48,000 64,000 64,000 80,000 48,000 64,000

Low Fire Output (BTU/h)¹ 30,800 46,400 61,700 61,700 77,400 45,000 60,000

AFUE² 96 95.5 95.7 95.7 95.8 95 95

Available AC @ 0.5” ESP 1.5 - 3.0 1.5 - 4.0 2.0 - 5.0 2.0 - 5.0 2.0 - 5.0 1.5 - 4.0 2.0 - 5.0

Temperature Rise Range (° F) 30 - 60 30 - 60 30 - 60 30 - 60 35 - 65 30 - 60 30 - 60

Circulator Blower

Size  (D x W) 10” X 8” 10” X 10” 11” X 10” 11” X 10” 11” X 10” 10” X 10” 11” X 10”

Horsepower @ 1050 RPM ½ ¾ 1 1 1 ¾ 1

Speed Variable Variable

Vent Diameter³ 2” 2” 3” 3” 3” 2” 2”

No. of Burners 2 3 4 4 5 3 4

Disposable Filter (in2) 576 768 960 960 972 641* 854*

Electrical Data

Min. Circuit Ampacity4 11.3 14.1 14.4 14.4 14.4 14.1 14.4

MOP (amps)5 15 15 15 15 15 15 15

Ship Weight (lbs) 121 145 160 160 170 139 165

1	 Natural Gas BTU/h
2	 DOE AFUE based upon Isolated Combustion System (ICS)
3	 Installer must supply one or two PVC pipes: one for combustion air (optional) and one for the flue outlet (required). Vent pipe must be either 2” or 3” in 

diameter, depending upon furnace input, number of elbows, length of run and installation  
(1 or 2 pipes). The optional Combustion Air Pipe is dependent on installation/code requirements and must be 2” or 3” diameter PVC.

4	 Minimum Circuit Ampacity = (1.25 x Circulator Blower Amps) + ID Blower amps. Wire size should be determined in accordance with National Electrical 
Codes. Extensive wire runs will require larger wire sizes.

5	 Maximum Overcurrent Protection Device refers to maximum recommended fuse or circuit breaker size. May use fuses or HACR-type circuit breakers of 
the same size as noted.

Notes:
1.	 All furnaces are manufactured for use on 115 VAC, 60 Hz, single-phase electrical supply.
2.	 Gas Service Connection ½” FPT
3.	 Important: Size fuses and wires properly and make electrical connections in accordance with the National Electrical Code and/or all existing local codes.
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ACVC95 Dimensions
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Model A B C D E

ACVC950714CX 21” 19½” 16⅜” 18” 19½”

ACVC950915DX 24½” 23” 20⅝” 21½” 23”

Notes:
•	 Installer must supply one or two PVC pipes: one for combustion air (optional) and one for the flue outlet (required). Vent pipe must be either 2” or 3” 

in diameter, depending upon furnace input, number of elbows, length of run and installation (1 or 2 pipes). The optional Combustion Air Pipe is depen-
dent on installation/code requirements and must be 2” or 3” diameter PVC.

•	 Line voltage wiring can enter through the right or left side of the furnace. Low-voltage wiring can enter through the right or left side of furnace.
•	 Conversion kits for high-altitude natural gas operation are available. Contact your Amana distributor or dealer for details.
•	 Installer must supply following gas line fittings, according to which entrance is used: 

Left—Two 90º Elbows, one close nipple, straight pipe
Right—Straight pipe to reach gas valve

Minimum Clearances to Combustible Materials

Position Sides Rear Front Bottom Flue Top

Downflow 0” 0” 3” NC 0” 1”

Horizontal 6” 0” 3” C 0” 6”

C = If placed on combustible floor, the floor MUST be wood ONLY.
NC = For installation on non-combustible floors only. A combustible floor sub-base must be used for installations on combustible flooring.

Notes:
•	 For servicing or cleaning, a 24” front clearance is required.
•	 Unit connections (electrical, flue and drain) may necessitate greater clearances than the minimum clearances listed above.
•	 In all cases, accessibility clearance must take precedence over clearances from the enclosure where accessibility clearances are greater.
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AMVC95 Airflow Specifications

Cooling Speeds

AMVC950453BX AMVC950704CX

High Stage Low Stage High Stage Low Stage
Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM*

A

Minus(-) 540

A

Minus(-) 351

A

Minus(-) 540

A

Minus(-) 351

Normal  600 Normal  390 Normal  600 Normal  390

Plus (+) 660 Plus (+) 429 Plus (+) 660 Plus (+) 429

B

Minus(-) 720

B

Minus(-) 468

B

Minus(-) 720

B

Minus(-) 468

Normal  800 Normal  520 Normal  800 Normal  520

Plus (+) 880 Plus (+) 572 Plus (+) 880 Plus (+) 572

C

Minus(-) 900

C

Minus(-) 585

C

Minus(-) 990

C

Minus(-) 644

Normal  1000 Normal  650 Normal  1100 Normal  715

Plus (+) 1100 Plus (+) 715 Plus (+) 1210 Plus (+) 787

D

Minus(-) 1080

D

Minus(-) 702

D

Minus(-) 1286

D

Minus(-) 836

Normal  1200 Normal  780 Normal  1429 Normal  929

Plus (+) 1320 Plus (+) 858 Plus (+) 1572 Plus (+) 1022

AMVC950905CX AMVC950905DX

High Stage Low Stage High Stage Low Stage
Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM*

A

Minus(-) 729

A

Minus(-) 495

A

Minus(-) 720

A

Minus(-) 468

Normal  810 Normal  550 Normal  800 Normal  520

Plus (+) 891 Plus (+) 605 Plus (+) 880 Plus (+) 572

B

Minus(-) 990

B

Minus(-) 693

B

Minus(-) 900

B

Minus(-) 644

Normal  1100 Normal  770 Normal  1000 Normal  715

Plus (+) 1210 Plus (+) 847 Plus (+) 1100 Plus (+) 787

C

Minus(-) 1323

C

Minus(-) 900

C

Minus(-) 1260

C

Minus(-) 819

Normal  1470 Normal  1000 Normal  1400 Normal  910

Plus (+) 1617 Plus (+) 1100 Plus (+) 1540 Plus (+) 1001

D

Minus(-) 1629

D

Minus(-) 1125

D

Minus(-) 1620

D

Minus(-) 1053

Normal  1810 Normal  1250 Normal  1800 Normal  1170

Plus (+) 1991 Plus (+) 1375 Plus (+) 1980 Plus (+) 1287

AMVC951155DX

High Stage Low Stage
Tap Adjust CFM* Tap Adjust CFM*

A

Minus(-) 720

A

Minus(-) 468

Normal  800 Normal  520

Plus (+) 880 Plus (+) 572

B

Minus(-) 990

B

Minus(-) 644

Normal  1100 Normal  715

Plus (+) 1210 Plus (+) 787

C

Minus(-) 1260

C

Minus(-) 819

Normal  1400 Normal  910

Plus (+) 1540 Plus (+) 1001

D

Minus(-) 1620

D

Minus(-) 1053

Normal  1800 Normal  1170

Plus (+) 1980 Plus (+) 1287

*   @ .1" - .8" w.c. ESP
Notes:
•	 All furnaces ship as high speed for cooling.  Installer must adjust blower speed as needed.
•	 For most jobs, about 400 CFM per ton when cooling is desirable.
•	 Do not operate above .5” w.c. ESP in heating mode. Operating CFM between .5” and .8” w.c. is tabulated for cooling purposes only.
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ACVC95 Airflow Data

Continous Fan Speeds

Model
Maximum 

CFM
Continuous 

Fan Speed¹
Model

Maximum 
CFM

Continuous 
Fan Speed¹

AMVC950453BX 1400 420 ACVC950714CX 1760 530

AMVC950704CX 1760 530 ACVC950915DX 2200 660

AMVC950905C/DX 2200 660

AMVC951155DX 2200 660

¹     Continuous fan speed is 30% of furnace maximum CFM

ACVC950714CX
Cooling Speeds

ACVC950714CX
Heating Speeds (Rise Range:  25 - 55°F)

High Stage Low Stage High Stage Low Stage

Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM* Rise Tap Adjust CFM* Rise

A

Minus 594

A

Minus 324

A

Minus 1107 55

A

Minus 783 77

Normal 660 Normal 360 Normal 1230 49 Normal 870 69

Plus 726 Plus 396 Plus 1353 45 Plus 957 63

B

Minus 747

B

Minus 468

B

Minus 1215 50

B

Minus 855 71

Normal 830 Normal 520 Normal 1350 45 Normal 950 64

Plus 913 Plus 572 Plus 1485 41 Plus 1045 58

C

Minus 1017

C

Minus 702

C

Minus 1323 46

C

Minus 936 65

Normal 1130 Normal 780 Normal 1470 41 Normal 1040 58

Plus 1243 Plus 858 Plus 1617 37 Plus 1144 53

D

Minus 1314

D

Minus 864

D

Minus 1440 42

D

Minus 1017 59

Normal 1460 Normal 960 Normal 1600 38 Normal 1130 53

Plus 1606 Plus 1056 Plus 1760 34 Plus 1243 49

*   @ .1" - .5" w.c. ESP

ACVC950915DX
Cooling Speeds

ACVC950915DX
Heating Speeds (Rise Range:  25 - 55°F)

High Stage Low Stage High Stage Low Stage

Tap Adjust CFM* Tap Adjust CFM* Tap Adjust CFM* Rise Tap Adjust CFM* Rise

A

Minus 729

A

Minus 504

A

Minus 1458 55

A

Minus 1008 80

Normal 810 Normal 560 Normal 1620 50 Normal 1120 72

Plus 891 Plus 616 Plus 1782 45 Plus 1232 65

B

Minus 999

B

Minus 666

B

Minus 1575 51

B

Minus 1098 73

Normal 1110 Normal 740 Normal 1750 46 Normal 1220 66

Plus 1221 Plus 814 Plus 1925 42 Plus 1342 60

C

Minus 1287

C

Minus 828

C

Minus 1674 48

C

Minus 1152 70

Normal 1430 Normal 920 Normal 1860 43 Normal 1280 63

Plus 1573 Plus 1012 Plus 2046 39 Plus 1408 57

D

Minus 1674

D

Minus 1071

D

Minus 1773 45

D

Minus 1206 67

Normal 1860 Normal 1190 Normal 1970 41 Normal 1340 60

Plus 2046 Plus 1309 Plus 2167 37 Plus 1474 55

*   @ .1" - .5" w.c. ESP

Notes
•	 All furnaces ship as high speed for cooling.  Installer must adjust blower speed as needed.
•	 For most jobs, about 400 CFM per ton when cooling is desirable.
•	 Do not operate above .5” w.c. ESP in heating mode. Operating CFM between .5” and .8” w.c. is tabulated for cooling purposes only.
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Wiring Diagram with Honywell Valve
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