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Wiring Diagram — GPC1336M41A*20 W
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WARNING
HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT.  MULTIPLE POWER SOURCES MAY BE PRESENT.  FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
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WARNING
HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT.  MULTIPLE POWER SOURCES MAY BE PRESENT.  FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
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WIRE CODE
BK     BLACK
BL     BLUE
BR     BROWN
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE INSULATION AS
ORIGINAL (AT
     LEAST 105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED REPLACE LEAD ON EBTDR
"COM" WITH LEAD
    ON EBTDR "M1" OR "M2"
3.  CRANKCASE HEAT NOT SUPPLIED ON ALL UNITS.
4.  FOR 208 VOLT TRANSFORMER OPERATION MOVE PURPLE WIRES
FROM TERMINAL 3
    TERMINAL 2 ON TRANSFORMER.
5.  START ASSIST FACTOR EQUIPPED WHEN REQUIRED
6.  USE COPPER CONDUCTORS ONLY
++  USE N.E.C. CLASS 2 WIRE
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Wiring Diagram — GPC1348-60M41A*
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1.   REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE INSULATION AS
      ORIGINAL (AT  LEAST 105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE WHITE AND YELLOW
      LEADS FROM EM"2" AND "3" TO "4" AND "5". IF BOTH LEADS ARE
      ENERGIZED, THE HIGHER SPEED  SETTING IS USED.
3.  FOR 208 VOLT TRANSFORMER OPERATION MOVE PURPLE WIRES FROM
     TERMINAL 3  TO TERMINAL 2 ON TRANSFORMER.
4.  START ASSIST FACTOR EQUIPED WHEN REQUIRED
5.  USE COPPER CONDUCTORS ONLY
++  USE N.E.C. CLASS 2 WIRE

2 3

SEE NOTE 5

SA (IF USED)
SEE NOTE 4

RDYL

BK

GR

YL

4 5

WH

WH

HPS

C

HPS

WIRE CODE
BK     BLACK
BL     BLUE
BR     BROWN
GR     GREEN
OR     ORANGE
PU     PURPLE
RD     RED
WH     WHITE
YL     YELLOW
BL/PNK    BLUE/PINK STRIPE

YL

BL/PNK
BL/PNK

W
ir

in
g 

is
 s

ub
je

ct
 to

 c
ha

ng
e.

 A
lw

ay
s 

re
fe

r 
to

 t
he

 w
ir

in
g 

di
ag

ra
m

 o
r 

th
e 

un
it 

fo
r t

he
 m

os
t u

p-
to

-d
at

e 
w

ir
in

g.
⚠

   
W
ar

n
in
g

H
ig

h 
Vo

lt
ag

e:
 D

is
co

nn
ec

t 
al

l 
po

w
er

 b
ef

or
e 

se
rv

ic
in

g 
or

 i
ns

ta
lli

ng
 t

hi
s 

un
it.

 M
ul

tip
le

 p
ow

er
  

so
ur

ce
s m

ay
 b

e 
pr

es
en

t.
 F

ai
lu

re
 to

 d
o 

so
 m

ay
 c

au
se

 p
ro

pe
rt

y 
da

m
ag

e,
 p

er
so

na
l i

nj
ur

y,
 o

r d
ea

th
.
⚡



Product Specifications Product Specifications

SS-DGPC13M	 www.amana-hac.com	 PB16	 www.amana-hac.com	 SS-DGPC13M

Amana® is a trademark of Maytag Corporation or its related companies  and used under license to Goodman Company, L.P.  All rights reserved. Our continuing 
commitment to quality products may mean a change in specifications without notice. © 2011  •  Goodman Company, L.P.  •  Houston, Texas  •  Printed in the USA.

Accessories

Accessory 
Description

Item Number

Medium Chassis Large Chassis

Concentric Kit CDK36 CDK4872

Downflow Economizer GPH13MED102 GPH13MED103

Downflow Internal Filter Rack GPH13MFR102 GPH13MFR103

Downflow Manual Damper PGMDD101/102 PGMDD103

Downflow Motorized Damper PGMDMD101/102 PGMDMD103

Downflow Square to Round SQRPG101/102 SQRPG103

External Horizontal Filter Rack GPGHFR101-103 GPGHFR101-103

Horizontal Duct Cover 20464501PDGK 20464502PDGK

Horizontal Economizer PEHH101/102 PEHH103

Horizontal manual Damper PGMDH102 PGMDH103

Horizontal Motorized Damper PGMDMH102 PGMDMH103

Horizontal Square to Round SQRPGH101/102 SQRPGH103

Outdoor Thermostat & Emergency Heat Relay Kit OT/EHR18-60 OT/EHR18-60

Outdoor Thermostat Kit w/ Lockout Stat OT18-60A OT18-60A

Roof Curb PGC101/102/103 PGC101/102/103
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